CURB AS SPECIFIED DETAIL B
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LOCATION OF
1 1 TRAIL / SIDEWALK
DETAIL A SEE DRAWINGS
COMPACTED
SUBGRADE
DETAIL A DETAIL B
7/1.5" TYPE SP 9.5 WEARING
1 COURSE MIX (SPWEA230B)
—— TACK COAT
L—— 2" TYPE SP 12.5 NON WEARING L SOD BETWEEN CURB AND
COURSE MIX (SPNWB230B) SIDEWALK AND AS NEEDED
6" AGGREGATE BASE CLASS 5 6" TOPSOIL BORROW
- 12" SELECT GRANULAR BORROW
NOTES:

CONCRETE SIDEWALK — 5” CONCRETE WITH 4" CLASS 5

BITUMINOUS TRAIL — 2 3" BITUMINOUS WEAR (TYPE SP 9.5 WEARING COURSE MIX SPWEA240B) WITH 6” CLASS 5

SIDEWALKS OR TRAIL CROSSING COMMERCIAL OR INDUSTRIAL DRIVEWAYS SHALL BE CONSTRUCTED TO DRIVEWAY
REQUIREMENTS INDICATED ON STR-9

RESIDENTIAL STREETS SHALL BE 7 TON DESIGN UNLESS OTHERWSE SPECIFIED
SUBGRADE MUST BE APPROVED BY THE ENGINEER

(® SUBCUT WHERE UNSUITABLE MATERIALS EXIST AS DIRECTED BY THE ENGINEER IN THE FIELD. SUBCUT AREAS
SHALL BE BACKFILLED WITH SUITABLE MATERIAL AS DETERMINED BY THE ENGINEER
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